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Upstream Fish Entrance Channel
Photo courtesy of USFWS
Project Location
Menominee River
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 Submerged pass-through 
PIT tag antenna
 Multiplexing transceiver
– Continuous data recording
(April – October) 
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2009
2010 PIT Tag Results
 Study period: April 1 – October 18
 Antenna system recorded:
• 112 different sturgeon  
• Each sturgeon was detected an average of 5 times
• Sturgeon passed through antenna field quickly (≈ 3 seconds)
 During spawning season (April 1 – May 31)
• 41 different sturgeon
• Average length 41.2 inches
 During the remainder of the sample period (June 1 – October 18)
• 72 different sturgeon
• Average length 31.7 inches
 Approximately 24% of the tagged sturgeon were detected by the 
pass‐through PIT tag antenna
2010 Video Results
 Study period: April 15 – May 15
 Random Video Review:
– 10 lake sturgeon passed through the structure
• 5 during the day and 5 during the night
• Average time in camera view (1 ‐ 3 seconds)
• None of these sturgeon had PIT tags
– 290 smallmouth bass passed through the structure
• Mostly during the day
– 4 suckers and 1 walleye passed through the structure
– No fish were observed in 25 of the 60 video samples (42%)
Example Video Clip
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2011 Preliminary Data
 Study period: April 15 – June 3
 Antenna system recorded:
•21 different sturgeon
 Video data for the Spring spawn is currently being 
reviewed
 Will review PIT tag and video data for the Autumn 
migration (September 1 – October 31)
Summary
 Wild sturgeon can be attracted into an artificial structure
– This effectively simulates the hardest part of fish passage
 Nearly 20% of the tagged sturgeon population were 
detected by the pass‐through PIT tag antenna
 Sturgeon moved through antenna and past cameras 
quickly (≈ 3 seconds) and multiple times
 Larger sturgeon were detected during the spring 
spawning period
– On average 10 inches larger than during the post spawn period
 Video data from 2010 and 2011 suggests sturgeon will 
move through a narrow V‐trap opening
– Important concept for trap and lift facilities
Questions?
